
For larger portions or receiving, Edlund’s Heavy Duty Scales provide accurate measurements for weights from 2 lbs. 

to 200 lbs. All Heavy Duty models offer rugged construction and a large stainless steel platform. From portion control to

shipping and receiving, these scales will provide dependable service for many years.

Heavy Duty Scales

• Stainless steel housing and platform keep 
your food operation sanitary

• Heavy duty construction provides years 
of dependable use

• Extra large stainless steel platform holds 
foods and containers other scales can’t

• 2 lb., 5 lb. and 10 lb. models are 
available with air dashpot shock absorbers 
for faster reading

• NSF Certified



Edlund Company, Inc., 159 Industrial Parkway, Burlington, VT 05401  800-772-2126  www.edlundco.com

Our reputation is virtually stainless.

WARRANTY INFORMATION: THE EDLUND COMPANY WARRANTS THESE PRODUCTS TO BE FREE FROM DEFECTS IN MATERIAL AND WORKMANSHIP FOR A PERIOD OF ONE YEAR FROM DATE OF PURCHASE. THE COMPANY’S OBLIGATION UNDER THIS WARRANTY IS LIMITED TO REPAIRING OR REPLACING WITHOUT CHARGE ANY PART OR PARTS FOUND TO BE DEFECTIVE
UNDER NORMAL USE. IT IS THE RESPONSIBILITY OF THE PURCHASER TO RETURN THE ENTIRE UNIT TO THE FACTORY, TRANSPORTATION CHARGES PREPAID. THIS WARRANTY DOES NOT COVER PARTS THAT MUST BE REPLACED UNDER NORMAL USE. NO OTHER WARRANTY, WRITTEN OR VERBAL, IS AUTHORIZED BY THE COMPANY. WARRANTY INFORMATION OUTSIDE THE
UNITED STATES MAY VARY, CONSULT YOUR DISTRIBUTOR. 9/05 ED01-310

FEATURES:

• Red pointer provides clean, fast 
readings

• Recessed feature of dial keeps it clean; 
reads at a glance

• Stainless steel housing and platform
keep your food operation sanitary

• Heavy duty construction provides years 
of dependable use

• Extra large stainless steel platform holds 
foods and containers other scales can't

• NSF Certified
• 2 lb., 5 lb. and 10 lb. models are 

available with air dashpot shock absorbers 
for faster reading

• Accurate and dependable through 
thousands of uses

• Large black-on-white dial reads quickly 
and easily

• HD-100 and HD-200 models come with 
special rust resistant painted housing and 
oversized stainless steel platform

SPECIFICATIONS:

MODEL # DESCRIPTION PRODUCT CASE CUBE MASTER CASE WEIGHT
CODE FT3/M3 CASE LBS./KGS

HD-2 Capacity 32 oz. x 1⁄8 oz. 48100 4/.12 4 30/13.5

HD-2DP With air dashpot 48110 4/.12 4 30/13.5

HD-5 Capacity 5 lbs. x 1⁄2 oz. 48200 4/.12 4 30/13.5

HD-5DP With air dashpot 48210 4/.12 4 30/13.5

HD-10 Capacity 10 lbs. x 1⁄2 oz. 48300 4/.12 4 30/13.5

HD-10DP With air dashpot 48310 4/.12 4 30/13.5

If operating costs are weighing you down,
these heavy duty scales can take the pressure.

MODEL # DESCRIPTION PRODUCT CASE CUBE MASTER CASE WEIGHT
CODE FT3/M3 CASE LBS./KGS

HD-25 Capacity 25 lbs. x 1 oz. 48400 4/.12 4 30/13.5

HD-50 Capacity 50 lbs. x 2 oz. 48500 4/.12 4 37/16.8
Platform Size 10 3⁄4” x 9 1⁄2” Stainless Steel

HD-50P 50 lb. Supermarket Scale is easier to use 48530 1.2/.04 1 9/4.05
thanHanging Scales. Produce weighing scale 
comes complete with cradle and 4” half pan.
Capacity 50 lbs. x 2 oz.

HD-100 Capacity 100 lbs. x 4 oz. 48700 3.4/.1 1 29/13.1
Platform Size 12” x 12” Stainless Steel

HD-200 Capacity 200 lbs. x 1 lb. 48800 3.4/.11 1 32/14.4
Platform Size 15” x 15” Stainless Steel

HD-100HD-2 HD-5 HD-200 HD-50 HD-25
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